
 

 

 

 

 

Technical Data Sheet 

 

Product Description 

MCM FLEXI Clay, Econic Clay, Unfired Flexi Clay Cladding is an innovative 

building material that combines the natural beauty of clay with advanced 

modification techniques to produce a versatile, durable, and environmentally 

friendly product. Designed for a variety of applications, this tile/sheet is ideal 

for both indoor and outdoor use, including walls, ceiling, furniture and others. 

Key Features 

Thin and Light: Easy to handle and install, reduces structural load. 

Flexible and Curvable: Can be applied to curved surfaces without cracking. 

Breathable and Odorless: Ensures a healthy indoor environment. 

Moisture Resistant: Suitable for humid areas. 

Class A Fireproof: High resistance to fire, enhancing safety. 

Self-cleaning and Stain-Resistant: Low maintenance requirements. 

Temperature and Moisture Control: Contributes to a comfortable indoor 

climate. 

UV Resistant: Withstands prolonged exposure to sunlight without significant 

fading. 

Freeze-thaw Resistant: Durable in various weather conditions. 

Water, Acid, and Alkaline Resistant: Suitable for diverse environments. 

Recyclable: Environmentally sustainable. 

Superb Expression: Aesthetically pleasing with natural colors. 

 

 

 

 



 

 

 

 

 

Test Data 

 

Tests Standards Results 

CE Certificate EN 

15102:2007+A2:2011 

Compliant 

Fire Rating ASTM E84-15/EN 

13501- 1+A1:2010 

Class A 

Freeze-Thaw Cycling ASTM C1026-13 Weight Loss - 

0.42% 

Appearance – No 

visible change 

Water Absorption ASTM C97/C97M-15 12.4% 

Bulk Specific Gravity 1.83 

Stain Resistance ANSI Z124.6-2007 

Clause 5.2 

Total Rating: 7.6 

Max Stain Depth: 

0.101 mm 

Chemical Resistance ANSI Z124.6-2007 

Clause 5.5 

No visible change 

Abrasion Resistance ASTM C241/C241M-

15 

Total Score: 8 

Static Coefficient of 

Friction 

ASTM C1028-07 Dry Condition: 

1.11 

Wet Condition: 

0.70 

UV – Light aging 

Exposure 

ASTM G154-12a 

Cycle1 ASTM D2244-

154 ASTM 2616-12 

Gray Scale 4.0 

ΔE*ₐb 2.6 

 

 

 

 

 

 



 

 

 

 

 

 

Chemical Composition 

 

PVC Free  None Detected 

Phthalate Free EN 14372:2004 None Detected 

Respirable 

Crystalline Silica 

Compliant 

OSHA Silica Rule Clay not part of 

substances of 

note in OSHA 

standard 

SVHC - Substances of Very High Concern (151 

substances) 

None detected – 

REACH 

Compliant 

VOC – Volatile Organic Compounds None Detected – 

Class A 

Safety Data Sheet - 

SDS 

Prepared in accordance with US Regulation 29 

CFR 1910.1200 

 

Installation Guidelines  

Surface Preparation 

Ensure the substrate is clean, dry, and free from dust and debris. 

The substrate should be even and structurally sound. 

Application 

Cutting: Use appropriate tools to cut tiles to desired shapes and sizes. 

Adhesive: Apply a suitable adhesive recommended for clay tiles. 

Placement: Press the PHOMI tiles firmly onto the adhesive. 

Grouting: Use flexible grout to fill joints if required. 

Curing: Allow the adhesive and grout to cure as per the 

manufacturer's instructions.\ 

Maintenance  

Clean with a mild detergent and water. 

Avoid using harsh chemicals or abrasive cleaning tools. 

Inspect periodically for damage and repair as necessary. 

 



 

 

  

 

Packing information  

Product Specification: 1200×600mm Box Dimension: 1230×620×65mm PCS 

/ box: 10~12 

Kg/box: 48~51 m2/box: 7.2~8.64 

Warranty  

MCM, Econic Clay, comes with a warranty of 10 years covering 

manufacturing defects. For detailed warranty information, refer to the 

warranty document or contact the supplier. 

UAE OFFICE 

Sustainable Building Solutions, Sharjah United Arab Emirates  

Phone: +971 (0) 54 3888 472 

 


